
 

 

 

 

 

“Band-Type” 

  Beveling Machines 
• For pipe 6” & larger.. 
 
• Adaptable to any beveling requirement. 
 
• Out-Of-Round pipe attachments unnecessary. 

Motorized Band Type 

Beveling Machine 

Model 206F 

Available in 110V or 220V 

 

Manual Band Type 

Beveling Machine 

Model 206 

Available in 9’ or 14’ flexible drive 

shaft. 



  
 

 

“Quick Set” Pipe Cutting    
  And Beveling Machines 
  Safe, Light and Simple 
  Model 205 CS 

   Available for pipes sizes 1.5”—20” 

• No spacers, dogs, or legs. 

• Lightest machine in the industry 

• Adjustment arms provide simple and fast set up   

   without spacers 

• Made of cast aluminum for durable lightweight  

  service. 

 

 

“Compact” Pipe Cutting 
  and Beveling Machines 
  Built for the most demanding jobs      

  Model 200C 

  Available for pipe sizes 3”—60” 
• Fully enclosed gearbox keeps 
  machine safe from damage. 
• Full traveling ring allows for 
  smoothercutting and beveling. 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Pipe Hooks 
Load Capacity (per hook) 
A Size: 8,000 lbs 
B Size: 10,000 lbs 
C Size: 25,000 lbs 
• Sizes 2”—36” 
• Equipped with grip pads that ensure a   
  safe, positive engagement of the pipe and     
  are field replaceable. 
• Designed to permit an Automatic release   
   of the pipe when lift line is slacked off 
• Integrated handle for ease of use 
• Increased safety due to reduced pinch    
  ponts 
• Interchangeable cast   aluminum alloy   
   inserts 
  Quickly String Pipe 
  Extra thick steel for longevity     
  and greater safety 



 

 

 

 

 

15 TON 

25 TON 

50 TON 

Model 273-15 

 Economy 15T (30,000#) Coupon Bender 

 Includes: One set of Bending Dies, metal 

carrying case. 

 

 

Model 273-25 

 Standard 25T (50,000#) Coupon Bender and 

Tensile Testing Machine 

 Includes: One set of Bending Dies, one set 

of Pulling Jaw, Metal Carrying Case. 

 

 

 

Model 273-50 

 Heavy Duty 50T (100,000#) Coupon Bender 

and Tensile Testing Machine 

 Includes; One set of Bending Dies, one set 

of Pulling Jaw, Metal Carrying Case 

 

 

 Guided 25/50-ton 

 Bend and Tensile Tester 

 • Both guided bend and tensile 

 strength testing 

 • Includes liquid filled, certified gauge 

 with high level indicator, 2 speed 

 manual pump (1) die and plunger, 
 (1) set of pulling jaws, and (1) steel 

 

 

TENSILE AND GUIDED BEND TESTING MACHINES 

 


